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Tubes
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Tensile Short
Term

Crush Short
Term

Min. Bending
Radius Static/
Dynamic

8 1 8 - 11.8±0.5 230
4000N 4000N 12.5D/25D

24 1 24 - 11.8±0.5 231

48 1+5 12 1.5/1.5 13.1±0.5 298

8000N 5000N 12.5D/25D96 1+8 12 2.6/3.5 15.1±0.5 385

144 1+12 12 3.0/6.3 17.9±0.5 513

Technical Characteristics

honecable.com

Underwater Steel Wire Armored 
SWA Fiber Optic Cable

Description

This is an underwater fiber optic cable which adopts a steel wire 
armor, it is also known as SWA. And the fiber cable sheath and 
water blocking materials is considered comprehensively 
according to the hydrogeological conditions of the river.

Features

• Steel wire armoring (SWA) improves tensile and impact 
resistance

• Double PE sheath, excellent moisture resistance
• Good hydrolysis resistance and high strength
• Water-blocking tape and materials
• Good mechanical properties and temperature characteristics
• Loose tube filled with special tube filling compound ensure 

critical protection for fiber
• Crush resistance and flexibility

Cable Structure

❶ Optical Fiber
❷ Tube Filling Compound
❸ Loose Tube
❹ FRP Central Strength Member (CSM)
❺ Fillers
❻ Water-blocking Materials
❼ PE Inner Sheath
❽ Steel Wire Armor
❾ Aramid Yarn
❿ PE Outer Sheath

Applications: Buried, Underwater
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